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EXTERIOR



INTERIOR

CATL battery is used with permanent 
magnet motor, peak power is 60KW, and 
the climbing ability is undoubted!

Service life : 5years or 200000km
Energy density : 137.6(W.h/kg)



DIMENSIONS

Mini bus

Van

1610 3050

4490

1900

Silver (standard) Yellow White

COLOUR OPTIONS

1400

1280

2490



VAN

Sealing side window Rear closing side window



SPECIFICATIONS

EW1 EW5

Electric Mini Truck Electric Mini Van
Dimensions & Weights

Dimension (mm) 4,845 x 1,610 x 1,920,1,935 4,490 x 1,610 x 1,900

Wheelbase (mm) 3,050 3,050

Cargo space(mm) 3,015 x 1,530 x 370 2,622 x 1,457 x 1,340

Tread Front / Rear (mm) 1,386 x 1,408 1,386 x 1,408

Curb weight (Kg) 1,355 1,430

Total weight  (Kg) 2,510 2,510

Rated load mass  (Kg) 1,155 1,080

Minimum ground clearance (mm) 125 125

Front suspension (mm) 545 545

Rear suspension (mm) 1,255 895

Approach angle (°) 31 28

Departure angle  (°) 22 17

Seating capacity (Including driver) 2 2

Chassis and brake system

Steering gear Type Rack and pinion type (with power assist) Rack and pinion type (with power assist)

Rear axle Main reducer Two stage cylindrical gear speed ratio 8.952 Two stage cylindrical gear speed ratio 8.952 

Rear axle Differential mechanism Straight planet bevel gear Straight planet bevel gear

Suspension (Front/Rear) Spiral spring McPherson type independent / Leaf spring Spiral spring McPherson type independent / Leaf spring

Tire specification£¨F/R£© 175/75R14C;185R14C 175/70R14C

Braking Type Double circuit X-type hydraulic brake Double circuit X-type hydraulic brake

Brake Front disk rear drum Front disk rear drum

Parking brake Mechanical cable type applied to rear wheel brake Mechanical cable type applied to rear wheel brake

ABS+EBD ● ●

EPS ● ●

vacuum booster ● ●

Driving motor

Type Permanent magnet synchronous moto Permanent magnet synchronous moto

Model TZ180XSIN101 TZ180XSIN101

Phase number (m) 3 3

Rated torque (N·m) 90 90

2min maximum torque  (N·m) 220 220

Rated power(kW) 30 30

2min maximum power 60 60

Rated speed (r/min) 3183 3183

Rated efficiency (％) 96.5 96.5

Motor controller

Model KTZ33X26S330L IEVD170-34Z50AL

Rated voltage (V) 336 336

Power battery

Battery type CATL  Lithium iron phosphate battery CATL Lithium iron phosphate battery

Rated voltage (V) 334.88 334.88

Capacity C3 125 125

Service life 5 years or 200000 km 5 years or 200000 km

Energy density (W.h/kg) 137.6 137.6

Charger (AC / DC)

Input voltage (VAC) 220 220

Maximum output current (A) 3.3kw charger ? 10, 6.6kw charger ? 20 3.3kw charger ? 10, 6.6kw charger ? 20

Maximum charging time (h) 3.3kw charger ? 12, 6.6kw charger ? 6 3.3kw charger ? 12, 6.6kw charger ? 6

Lighting, signa Headlamp, front and rear turn light, front and rear Headlamp, front and rear turn light, front and rear

Air conditioning

Electric compressor Rated power (W) 950 950

Refrigerating capacity (W) 1850 1850

Cryogen R134a R134a

Heater

Rated fan power 175 175

Calorific value 2000 2000

Electrical equipment

Radio player ● ●

Model



ZHANJIANG KINGSTAR VEHICLE CO., LTD. 

http://kingstar.com.cn

2/F,BUILDING A,ZIWEI GARDEN,NO.41 
HAIBIN Road 3,ZHANJIANG,GUANGDONG,CHINA

info@kingstar.com.cn

Professional Vehicle Exporter Since 1999
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